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ADDENDUM NO. 2 ISSUED BY 
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1621 N. Lincoln Street 

Wilmington, Delaware 19806 

 

NOTICE: Attach this Addendum to the Project Manual for this project. It modifies and becomes a 

part of the Contract Documents. Work or materials not specifically mentioned herein are to be as 

described in the main body of the Specifications and as shown on the Drawings. Acknowledge 

receipt of the Addendum in the space provided on the Bid Form. 

 

This Addendum includes the following (1 page total including attachments):     

CONTRACTOR QUESTIONS AND ANSWERS 

 

ATTACHMENTS: 

None 

 

 

CONTRACTORS QUESTIONS AND ANSWERS 

 

Q1. What Prevailing Wage Rate is applicable to sign installation? 

 

A1.   Prevailing Wages shall be per classification of workers by the Delaware Department of Labor.  

[Update from Addendum No. 1:  Delaware Department of Labor, Division of Industrial 

Affairs  has determined that “SHEET METAL WORKER” is the applicable prevailing wage 

classification for metal sign installation on site.] 

 

Q2.  What is the thickness of aluminum panel? 

 

A2.  Thickness shall be 1/8” to 1/4” thick. No visible weld marks or puckering is to be visible on the 

front face of panel. Panel is to be smooth and consistent without bowing.  

 

Q3.  It is very difficult to get a 6'x12' sheet; it will have to be seamed and filled.  Is this acceptable? 

 

A3.  Seaming is acceptable - joints are to be filled / ground smooth for a continuous surface finish 

without any visible lines. 
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